
 

(1) Cooling Power: Input Air Temp. 27°C b.s./19°C b.u. Max Speed 
     Water Temp. Input/output 7°C /12°C Max Speed.

 

(2) Heating Power: Input Air Temp. 20°C b.s. Max Speed 
      Water Temp. Input/output 45°C /40°C Max Speed.

 

(3) 1 meter away from the unit with reverb time of 0,5s.

 Equipped with 3-Way Valve, air 

vent and infrared remote controller.  

Cassete HAWAII Units 22 29 35 42 60
Cooling Capacity (1) W 2.000 2.980 3.960 4.200 7.840

Heating Capacity (2) W 2.240 2.610 4.630 4.950 8.490

Power Supply V~,Ph, Hz 230,1,50 230,1,50 230,1,50 230,1,50 230,1,50

Air Flow m³/h 460 560 690 840 1.265

Water Flow L/h 400 520 640 770 1.200

Head Loss kPa 14 14 15 16 30

Sound Pressure  MAX - MED - MIN (3) dB(A) 39/33/27 39/33/27 42/36/30 43/38/32 44/40/34

Hydraulic Connections

Water inlet in. / mm 3/4" (19,0) 3/4" (19,0) 3/4" (19,0) 3/4" (19,0) 3/4" (19,0)

Water Outlet in. / mm 3/4" (19,0) 3/4" (19,0) 3/4" (19,0) 3/4" (19,0) 3/4" (19,0)

Type Fêmea

Weight kg 21 21 21 25 29

Dimensions (WxDxH) mm 647x647x261 647x647x261 647x647x261 647x647x261 950x950x300

Code 89305002 89305004 89305006 89305008 89305010

- Highly efficient with low head loss fin battery
- Equipped with condensate pump
- Internal insulation with closed cells to minimized thermal dispersion and noise
- Prepared for standard false ceiling instalments
- Wide area front coil that allows for high air flow with very low head loss
- Honey Comb Polypropylene Air Filter that can be cleaned by washing or blowing
- Automatic movement by the air deflectors
- Equipped with electronic control and infrared remote controller

(1) Input Air Temp. 27°C b.s./19,5°C b.u. 

     Max Speed 

     Water Temp. Input/output 7°C /12°C 

     Max Speed.  

 

(2) Input Air Temp. 20°C b.s. Max Speed
      Water Temp. Input/output 45°C /40°C 
      Max Speed.  

 

(3) 1 meter away from the unit with reverb

      time of 0,5s, at max speed

Also available in 4-tube models 
with auxiliary battery. 
On request

 

WALL-MOUNTED AND CASSETTE FAN COILS

FAN COILS

Code Description Compatible Models 

89309522 3-Way Valve 22/42 kit HAWAII

89309524 3-Way Valve 60 Kit HAWAII

89309526 Digital Wall-Mounted Controller HAWAII

HAWAII Fan Coil Accessories 

MILAN Units 26A 35A 42A
Cooling Capacity (1) kW 2.7/2.59/2.39 3.81/3.3/2.88 4.47/3.98/3.48

Cooling Capacity (1) BTU/h 9.2/8.8/8.1 12/11.2/9.8 15.2/13.5/11.8

Heating Capacity (2) kW 2.94/2.8/2.58 4.3/3.65/3.09 4.84/4.23/3.62

Heating Capacity (2) BTU/h 10/9.5/8.8 14.6/12.4/10.5 16.5/14.4/12.3

Power Input W 11/11/9 31/20/14 22/16/12

Current Input A 0,2 0,4 0,3

Power Supply V~,Ph, Hz 230,1,50 230,1,50 230,1,50

Hydraulic Connections in./mm 3/4" (19,05) 3/4" (19,05) 3/4" (19,05)

Condensate Drain Connectios mm 20 20 20

Sound pressure (3)

MAX - MED - MIN dB(A) 32/30/27 45/39/35 38/34/30

Weight kg 12.7 12.7 15,1

Dimensions (WxDxH) mm 915x290x230 915x290x230 1072x315x230

Code 89301002 89301004 89301006

Power Input W 13/11/10 34/22/15 26/18/13

Water Flow m³/h 0.48/0.46/0.42 0.67/0.57/0.51 0.77/0.68/0.61

Head Loss kPa 31.61/28.63/25.36 56.75/41.23/33.02 41.17/33.54/27.05

Water Flow m³/h 0.51/0.49/0.46 0.73/0.64/0.56 0.84/0.73/0.64

Head Loss kPa 32.66/34.89/30.24 51.86/47.53/35.69 36.82/33.83/26.26

Air Flow m³/h 492/454/400 825/689/590 862/741/634

Wall-Mounted unit for room acclimation via water-cooling/heating, 
meant for commercial and residential usage, compatible with heat 
pumps and boilers.
MILAN Wall-Mounted units are designed to respond to the customer's 
demands in terms or efficiency, silent functioning and design.
The micro-processor ensures a precise control over the room 
temperature.

Net Price 731 € 766 € 794 € 857 € 1120 €

Net Price

80 €

62 €

129 €

Net Price 585 € 650 € 810 €

* 3 years full warranty + 2 years warranty  only parts
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* 3 years full warranty + 2 years warranty  only parts



VENICE 13 23 33 43 53 63 73 83 93 103
Cooling Capacity (1) (*) W 1.579 2.105 2.663 3.179 3.947 4.474 5.811 6.758 7.926 9.495

Sensible Capacity (1) (*) W 1.290 1.620 2.070 2.310 2.870 3.230 4.330 4.800 5.670 6.620

Heating Capacity (2) (*) W 1.870 2.455 2.990 3.355 4.080 4.720 6.000 6.650 7.750 9.050

Heating Capacity  (3) (*) W 3.740 4.910 5.980 6.710 8.160 9.440 12.000 13.300 15.500 18.100

Head Loss

Cooling (*) kPa 14.5 18.1 20.5 23.0 25.1 26.8 27.2 30.0 31.9 32.4

Heating (3) (*) kPa 15.9 19.2 20.1 20.0 20.9 23.2 22.6 22.6 23.8 22.9

Air Flow  

Medium m³/h 370 400 500 550 670 720 1.000 1.050 1.280 1.310

Maximum m³/h 285 308 400 440 590 634 890 935 1.139 1.166

Minimum m³/h 226 244 305 336 462 497 650 683 870 891

Cooling (*) l/h 272 362 458 547 679 769 999 1.162 1.363 1.633

Heating (3) (*) l/h 322 422 514 577 702 812 1.032 1.144 1.333 1.557

Power Input (*) W 55 55 85 85 75 75 145 145 175 175

Sound Pressure (4) dB(A) 24/31/38 25/31/38 30/38/44 31/38/45 26/33/37 27/34/37 34/41/43 35/41/45 39/46/48 40/46/49

Power Supply 230V/1 Ph/50Hz

Hydraulic Connections ”G 1/2'' 1/2'' 1/2'' 1/2'' 1/2'' 1/2'' 1/2'' 1/2'' 1/2'' 1/2''

Condensate
Drainage

mm 20 20 20 20 20 20 20 20 20 20

VENICE  
w/ Heat Exchanger

Heating Capacity (2) (*) W 940 990 1.590 1.675 2.190 2.275 3.145 3.230 3.995 4.055

Heating Capacity (3) (*) W 1.880 1.980 3.180 3.350 4.380 4.550 6.290 6.460 7.990 8.110

Head Loss (3) (*) kPa 7.3 8.0 11.7 12.9 21.3 22.9 41.1 43.3 37.7 38.8

VENICE - BRUSHLESS

Cooling Capacity (1) W 1810-880 2320-1130 2830-1400 3.220-1.600 4.630-2.130 5.070-2.330 6.010-3.060 6.820-3.470 7.440-3.780 8.790-4.460

Heating Capacity (2) W 985-2.325 1.233-2.915 1.670-3.409 1.557-3.625 2.063-5.209 2.285-5.794 2.949-6.615 2.174-7.149 3.388-7.650 3.898-8.800

Heating Capacity (3) W 4680-1970 5860-2470 6840-2940 7.250-3.120 10.510-4.130 11.650-4.580 13.280-5.900 14.300-6.350 15.300-6.780 17.600-7.800

Heat Exchanger (2) W 1.209-510 1.211-515 1.855-800 1.865-805 2.880-1.135 2.883-1.140 3.553-1.580 3.561-1.590 4.045-1.790 4.045-1.795

Heat Exchanger (3) W 2440-1030 2440-1030 3730-1610 3.730-1.610 5.800-2.280 5.800-2.280 7.140-3.170 7.140-3.170 8.90-3.590 8.90-3.590

Air Flow m³/h 537-127 537-127 625-153 625-153 1.021-215 1.021-215 1.184-306 1.184-306 1.255-323 1.255-323

Power Input (5) W 9 9 9 9 10 10 11 11 11 11

Sound pressure (5) dB(A) 23 23 26 26 22 22 24 24 25 25

Signal Vdc 0-10 0-10 0-10 0-10 0-10 0-10 0-10 0-10 0-10 0-10

Dimensions w/ frame mm 670x520x220 670x520x220 870x520x220 870x520x220 1070x520x220 1070x520x220 1270x520x220 1270x520x220 1470x520x220 1470x520x220

Dimensions wo/frame mm 425x450x215 425x450x215 625x450x215 625x450x215 825x450x215 825x450x215 1025x450x215 1025x450x215 1225x450x215 1225x450x215

Weight w/ frame - wo/frame kg 15-11 15.5-11.6 18.5-14 19-15 25-20 26-21 29-23.5 30-25 34-27.5 35-29

(1)  Input Air Temp. 27°C b.s./19,5°C b.u. 
      Water Temp. Input/output 7°C /12°C

 

(2) Input Air Temp. 20°C b.s. 
     Water Temp. Input/output 45°C /40°C 

 

(3) Water Temp. Input/output 70°C /60°C

(4) 2 meters away from the unit with reverb time of 0,5s, at max speed

(5) Input Signal 3Vdc

(*) Max Speed

A Water Cooled/Heated Console Fan Coil with Centrifugal Fan for building
acclimation, being residential or commercial, also available with DC Brushless
motor
- Super Silent Functioning.
- Galvanized Sheet Painted Frame available with V, VF, H and HF models.
- Sound Insulation.
- Renewable Filter and Condensate Tray with natural discharge.
- 6 Speed Centrifugal Fans, 3 of which are connected by standard configuration.
- Heat Exchanger with copper pipes and aluminum fins with hydrophilic surface 
treatment and quick condensate drainage.
- 6 available models (V – H – VN – HN – VF – HF), with or without frame, for 
horizontal and vertical mounting.
- 2 pipes and 4 pipes connection to auxiliary battery (optional on demand).
 - All models available with high static pressure fan (on demand).

CONSOLE FAN COIL – VENICE

FAN COILS

* 3 years full warranty + 2 years warranty  only parts
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V Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89302002 89302004 89302006 89302008 89302010 89302012 89302014 89302016 89302018 89302020

 V Model - Vertical Model with frame, air input from below

VF Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89303502 89303504 89303506 89303508 89303510 89303512 89303514 89302016 89303518 89303520

 VF- Vertical Model with frame, frontal air input

VN Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89303002 89303004 89303006 89303008 89303010 89303012 89303014 89303016 89303018 89303020

 VN Model - Vertical Model without frame

HN Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89304002 89304004 89304006 89304008 89304010 89304012 89304014 89304016 89304018 89304020

 HN Model - Horizontal Model without frame

H Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89302502 89302504 89302506 89302508 89302510 89302512 89302514 89302516 89302518 89302520

 H Model - Horizontal Model with frame, air input from the back

HF Model – 2 Pipes 13 23 33 43 53 63 73 83 93 103

Code 89304502 89304504 89304506 89304508 89304510 89304512 89304514 89304516 89304518 89304520

 HF Model - Horizontal Model with frame, air input from the front

VENICE CONSOLE FAN COIL WITH OR WITHOUT FRAME

FAN COILS

(



Código Descrição
89309054 CIVO Control 

89309058 CMG Control 

89309056 CDB Controller 

89309060 TP Thermostat 

89309064 TPB Thermostat 

89309066 TPB Brushless Thermostat 

89309068 TM Thermostat 

89309070  PC Electrical connection

89309030

89309032

89309034

89309036

V3 valve - 2 pipe

V2 valve - 2 pipe

V4 valve - 4 pipe

V2+ valve - 4 pipe
89309040 Feet

89309002 DC Brushless Motor 13/43

89309004 DC Brushless Motor 53/83

89309006 DC Brushless Motor 93/103

89309029 Auxiliary drainage

 

 TPB - Brushless- Digital 
wall control 230/24V.Contact 
relay A/230V. On-off or 
brushless fan, management 
of 2 or 4 valves on-off or 
0...10V.

 TPB - Wall control 230V/24V + 3 
speeds and self-management for 
2/4 tubes, with or without valve, 
on/off 3 points, electrical 
resistance.

 

 

 

 Auxiliary drainage

 

 

 V3- 3-way valve for 2-pipe 
system

 TM - Minimum thermostat 
- Tset 42°C

  PC - Type control board 
’’Mamut’’ (is included in the 
controllers CIVO-CDB-CMG-TE)  

 V4 - 2-way valve for 
2-pipe system

 V2+ - 3-way valve for 
4-pipe system .

 
  V2- 2-way valve for 
4-pipe system .

 Auxiliary battery

89309020

89309022

89309024

89309026

89309028

Auxiliary battery for venice 13 e 23

Auxiliary battery for venice 33 e 43

Auxiliary battery for venice 53 e 63

Auxiliary battery for venice 73 e 83

Auxiliary battery for venice 93 e 103

(1)(2)(3)(4)(5)(6) Technical Data referring to the air flow, 

(4) at max speed with the unit at open flow.  

(*) Max Potency 

DC Brushless Motor

ACCESSORIES FOR THE VENICE AND UAP (TERMINAL UNIT)

FAN COILS

Feet

CIVO – 3 Speed Controller 
+ on/off/summer/winter 
and room temperature 
thermostat

CMG – Digital Controller with 
microprocessor with 2/4 pipe 
management with or without 
3-way valve

CDB – Digital Controller for 
with 2/4 pipe management with 
or without valve 

TP – Wall Controller 230V 
+ 3 speed + on/off + 2 pipe 
management



HIGH STATIC PRESSURE TERMINAL UNIT – UAP

• Self Supporting Structure built with Galvanized Sheet with 

   thermal-acoustic insulation or 20mm sandwich double-panel 

   with outside sheet painted in white RAL 9002.

• Horizontal Mounting in false ceiling or at sight, with reduced

   dimensions.

• High Efficiency Heat Exchange battery with copper piping and 

   aluminum fins.

• Available in 2 or 4 pipes configuration.

• Centrifugal Fan with double air intake and 3 speeds.

• Available with Power Ranges between 6 and 20kW and Static 

   pressures between 20 and 120 Pa.  

UAP 60 75 86 103 130 150 136 170 200
Cooling Capacity (1) (*) W 6010 7480 8590 10300 12.900 15000 13600 17200 20200

Sensible Capacity (1) (*) W 4570 5560 6160 8100 9.950 11100 10800 13300 14900

Heating Capacity (2) (*) W 6550 7900 8300 11700 14.400 15200 15650 19400 20400

Heating Capacity (3) (*) W 13100 15800 16600 23400 28.800 30400 31300 38800 40800

Air Flow (4) 3m /h 1100 1200 1150 2100 2.300 2200 2800 3100 2950

Water Flow (5)

Cooling l/h 1034 1287 1477 1772 2219 2580 2339 2958 3474

Heating l/h 1127 1359 1428 2012 2477 2614 2692 3337 3509

Water Head Loss (6)

Cooling kPa 28.7 37.8 32.2 21.0 33.0 25.0 14.0 23.0 22.0

Heating kPa 26.6 32.9 23.4 21.1 32.1 20.0 14.5 22.8 17.5

Sound Pressure Min-Med-Max (7) dB(A) 37-44-49 38-45-50 38-45-50 45-50-52 46-51-53 46-51-53 41-48-51 42-49-52 42-49-52

Motor/Fan nº/nº 1/1 1/1 1/1 1/2 1/2 1/2 1/3 1/3 1/3

Power Input W 155 155 155 305 305 305 460 460 460

Current Input A 0.7 0.7 0.7 1.4 1.4 1.4 2.1 2.1 2.1

Hydraulic Connectios Ø DN3/4’’F(*)

Condensate Drainage Connectios Ø(mm) 20

Power Supply 230V - 1Ph - 50Hz

(1)  Input Air Temp. 27°C b.s./19,5°C b.u.   
Water Temp. Input/output 7°C /12°C 

(2) Input Air Temp. 20°C b.s.  
Water Temp. Input/output 45°C /40°C 

(3) Water Temp. Input/output 70°C /60°C
(7) Sound Pressure Level measured at clear field, 3 meters away from the unit, according to ISO 3744
(1)(2)(3)(4)(5)(6) Technical Data referring to the air flow, (4) at max speed with the unit at open flow. 
(*) Max Potency

FAN COILS

* 3 years full warranty + 2 years warranty  only parts
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