
Wall-mounted EVO Indoor Units

Temperature Range IU °C

Cooling Input Power W

Current Input A

Indoor Unit Air Flow  (Max/...../Min)
3m/h

Noise Level IU  (Max/...../Min) dB(A)

Code
            

Dimensions (WxDxH) mm

Unit’s Weight  Kg

Cooling Capacity kW

Heating Heating Capacity W

Corrente A

Heating Capacity  kW

Package Dim. (WxDxH) mm

mm²

Power Supply 220-240V~50Hz,1Ph

Electrical Connections I.U./O.U. 4x1.5 

Liquid/Gas Connections in.

Multi-Split Wall-Mounted Indoor Unit available in a wide range of power, 
to satisfy your necessities. Infrared Remote Control included, the Wi-Fi is 
available but is optional.

The PRIMIS A.C. Unit transforms the air quality of your home, thanks to the Ion 
Generator and it's silver ion and anti-bacterial filters.

This unit is endowed with built-in Wi-Fi and a LED Display that shows it's 
temperature, mode and other functionalities. PRIMIS is equipped with I FEEL 
function, OUTDOOR mode, ENERGY SAVING mode, SWING AUTO 3D and 
adjustable fan with 7 SPEEDS.
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Wall-mounted PRIMIS Indoor Units PRIMIS09  GA IU PRIMIS12 GA UI PRIMIS18 GA IU PRIMIS24 GA IU

Temperature Range IU °C 16~30 16~30 16~30 16~30

NI0112209 NI0112212 NI0112218 NI0112224

Cooling
Input Power W 20 20 60 50

Current Input A 0.09 0.09 0.24 0.35

Indoor Unit Air Flow ³m/h

Noise Level IU  (Max/...../Min) dB(A)

Code
            

Dimensions (WxDxH) mm 865x210x290 865x210x290 996x225x290 1101x249x327

Unit’s Weight  Kg 10.5 11.0 13.5 17.5

Cooling Capacity kW 2.6 3.5 5.2 7.0

Heating Input Power W 20 20 60 50

Current Input A 0.09 0.09 0.24 0.35

Heating Capacity  kW 2.9 3.8 5.6 7.3

Package Dim. (WxDxH) mm 931x281x379 931x281x379 1029x458x750 1029x458x750

mm²

Power Supply 220-240V~50Hz,1Ph

Electrical Connections I.U./O.U. 4x1.5 

Liquid/Gas Connections in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2” 1/4” - 5/8”

660/590/540/490/
450/420/390

680/590/540/490/
450/420/390

850/720/-/
610/-/520/-

1250/1050/-/
950/-/850/-

41/39/37/35/
33/31/24

43/39/37/35/
34/32/25

48/45/43/41/
38/35/32

49/46/44/42/
40/37/35

WiFi opcional

-

To better understand this symbols refer to page 9.
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16~30 16~30 16~30 16~30

NI0112509 NI0112512 NI0112518 NI0112524

25 25 40 40
0.1 0.1 0.2 0.2

2.5 3.2 4.6 6.2

25 25 40 40
0.1 0.1 0.2 0.2

2.8 3.4 5.2 6.5

822x255x322 822x255x322 1020x295x369 1020x295x369

1/4” - 3/8” 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2”

500/470/390/250 590/520/480/400
/350/320/280 850/800/700/550 900/800/700/600/

500/400/350

38/36/32/22 41/37/33/26 44/42/38/31 48/45/42/37/
32/30/26

7.5 8 13.5 13

745x255x322 822x255x322 1020x295x369 1020x295x369

EVO09 GB UI EVO12 GB UI EVO18 GB UI EVO24 GB UI



Power Supply (OU) 220-240V~50Hz, 1Ph

Cooling

Cooling Capacity      kW 3.5 4.5 7.1

Input Power W 45 45 65

Current Input A 0.2 0.2 0.3

Heating

Heating Capacity kW 4.0 5.0 8.0

Input Power W 45 45 65

Current Input A 0.2 0.2 0.3

Indoor Unit Air Flow  (max/med/min) m3 /h 560/520/450 670/590/450 1220/1100/880

Noise Level dB(A) 41/38/34 45/41/35 45/41/36

Dimensions
Unit’s Dimensions (WxDxH) mm 596x596x240 596x596x240 840x840x240

Grid Dimensions (WxDxH) mm 670x670x50 670x670x50 950x950x60

Unit’s Weight Kg 20 20 26

Connections  Refrigerant Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 1/2” 3/8” - 5/8”

Draining Pipe Diameter mm ø25 ø25 ø25

Electric Connections mm² 4x.1.5

Grid Code NI0135213 NI0135219 NI0135225

The Indoor Cassette Multi-Split Unit is ideal for low-depth ceilings (only 
240mm).  Perfect for the residential or commercial sectors, thanks to 
its compact design the easily blends with any type of environment.  
With infrared remote controller included and wired controller as an 
optional.

Code 

4-Way CASSETTE Multi-split Units MB12 GA IU MB18 GA IU MB24 GA IU

NI0135212 NI0135218 NI0135224

Multi-Split Air Conditioning Cassette Indoor Units

RESIDENTIAL LINE

Ideal for small spaces allowing for a better efficiency and comfort. The 
unit has automatic operation, 7 fan speeds and strong air circulation.
They are equipped with a condensates drain pump and a DC Inverter 
motor that regulates continuously the fan speed.
 

8°C
=

1-WAY CASSETTE Multi-split Units MV09 GA UI MV12 GA UI MV18 GA UI MV20 GA UI

Temperature Range IU °C 16~30 16~30 16~30 16~30

Cooling Input Power W 30 30 40 40

Current Input A 0.1 0.1 0.2 0.2

Indoor Unit Air Flow ³m/h 500/450/340 600/500/390 700/600/450 750/650/500

Noise Level IU  (Max/Med/Min) dB(A) 39/33/31 42/35/28 43/35/32 46/40/36

Dimensions (WxDxH) mm 987x385x178 987x385x178 987x385x178 987x385x178

Unit’s Weight  Kg 19 19 20 20

Cooling Capacity kW 2.6 3.5 5.0 5.6

Heating Input Power W 30 30 40 40

Current Input A 0.1 0.1 0.2 0.2

Heating Capacity  kW 2.8 3.6 5.3 6.0

Package Dim. (WxDxH) mm 1037x501x310 1037x501x310 1037x501x310 1037x501x310

mm²

Power Supply 220-240V~50Hz,1Ph

Electrical Connections I.U./O.U. 4x1.5 

Connections  Refrigerant Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 1/2” 1/4” - 1/2”

Draining Pipe Diameter mm ø26 ø26 ø26

Grid Code NI0137210 NI0137219 NI0137221

Code NI0137209 NI0137218 NI0137220

1/4” - 3/8”

ø26

NI0137213

NI0137212
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TOPSMART Console Multi-split Indoor Units TOP09 GA UI TOP12 GA UI TOP18 GA UI
Power Supply (OU) 220-240V~50Hz, 1Ph

Cooling

Cooling Capacity  kW 2.7 3.5 5.2

Input Power W 25 25 40

Current Input A 0.2 0.2 0.2

Heating

Heating Capacity  kW 2.9 3.8 5.2

Input Power W 25 25 40

Current Input A 0.2 0.2 0.2

Indoor Unit Air Flow  (max/med/min) m3 /h 250-500 280-600 320-700

Noise Level dB(A) 39/30/23 44/35/25 47/39/31

Dimensions (WxDxH) mm 700x215x600 700x215x600 700x215x600

Unit’s Weight Kg 15.5 15.5 15.5

Connections  Refrigerant Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2”

Draining Pipe Diameter mm ø26 ø26 ø26

Electric Connections mm2 4x1.5

Code NI0112609 NI0112612 NI0112618

A Floor-Ceiling Console, with up and down air distribution, ideal for a gentle layering  of 
the room temperature to achieve the maximum comfort and energy saving. With 
infrared remote controller included. You can opt  floor or ceiling mouting.
 

Multi-Split Air Conditioning Console Indoor Units

RESIDENTIAL LINE

The TOPSMART Console is ideal for every kind of room, since it can be floor and wall-mounted, 
or installed built-in the wall itself. The easy filter access allows for an easy and effective 
maintenance and clean-up. The TOPSMART usage is very User-freindly, due to it's built-in Wi-
Fi.

To better understand this symbols refer to page 9.
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FLOOR-CEILING CONSOLE Multi-split Indoor Units MC09 GA UI MC12 GA UI MC18 GA UI MC24 GA UI
Power Supply (OU) 220-240V~50Hz, 1Ph

Cooling

Cooling Capacity  kW 2.6 3.5 4.5 7.1

Input Power W 40 40 40 60

Current Input A 0.2 0.2 0.2 0.3

Heating

Heating Capacity  kW 2.7 4.0 5.0 8.0

Input Power W 40 40 40 60

Current Input A 0.2 0.2 0.2 0.3

Indoor Unit Air Flow  (max/med/min) m3 /h 610/540/420 610/540/420 590/520/410 870/800/720

Noise Level dB(A) 35/30/26 35/30/26 35/30/26 35/31/27

Dimensions (WxDxH) mm 870x235x665 870x235x665 870x235x665 1200x235x665

Unit’s Weight Kg 25 25 26 33

Connections  Refrigerant Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 1/2” 1/4” - 1/2” 3/8” - 5/8”

Draining Pipe Diameter mm ø16 ø16 ø16 ø16

Electric Connections mm2 4x.1.5

Code NI0140209 NI0140212 NI0140218 NI0140224

* 3 years full warranty + 2 years warranty  only parts
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Multi-Split Air Conditioning Duct Type Indoor Units

RESIDENTIAL LINE

DUCT-CONNECTED Multi-split Line MD09 GA UI MD12 GA UI MD18 GA UI MD24 GA UI
Power Supply (OU) 220-240V~50Hz, 1Ph

Cooling
Cooling Capacity  kW 2.5 3.5 5.0 7.1

Input Power W 75 65 80 110

Current Input A 0.3 0.3 0.5 0.6

Heating

Heating Capacity  kW 2.8 3.9  5.5 8.0

Input Power W 75 65 80 110

Current Input A 0.3 0.3 0.5 0.6

Indoor Unit Air Flow  (máx/med/min) m3 /h 450/350/280 550/400/300 700/600/500 1000/750/550

Noise Level dB(A) 37/34/31 39/35/32 41/36/33 42/37/34

Dimensions (WxDxH) mm 700x615x200 700x615x200 900x615x200 1100x615x200

Unit’s Weight Kg 21 22 26 30

Connections  Refrigerant Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2” 3/8” - 5/8”

Static Pressure Avaliable Pa 5

Draining Pipe Diameter mm ø26 ø26 ø26 ø26

Electric Connections mm2 4x.1.5

Code NI0145209 NI0145212 NI0145224

Duct Type Multi-Split Unit, it is silent and allows for a perfect blend in any environment. 
Optimal air distribution with the user's comfort in mind. Wired control and 
condensates pump included.

5 5 5

NI0145218

To better understand this symbols refer to page 9.

1 Outdoor Unit M5-42 GA + 5 Indoor Units

MULTI-SPLIT EXAMPLE

Console 
TOP09 GA UI

Outdoor unit
M5-42 GA

Wall-Mounted
PRIMIS09 GA UI

1-way Cassette
MV09 GA UI

Wall-Mounted 
EVO09 GA UI

4-Way Cassette
MB18 GA UI

* 3 years full warranty + 2 years warranty  only parts
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