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Wall-Mounted Mono-Split Air Conditioning  
RESIDENTIAL LINE

The PRIMIS Air Conditioning Line is highly efficient 
with A+++ Energy Class.  Primis transforms the air 
quality of your home, thanks to the Ion Generator 
and it's silver ion and anti-bacterial filters.

This unit is equiped with built-in Wi-Fi and a LED 
Display that shows it's temperature, mode and 
other functionalities. PRIMIS is equipped with I 
FEEL function, OUTDOOR mode, ENERGY SAVING 
mode, SWING AUTO 3D and adjustable fan with 7 
SPEEDS.

Primis is only available in silver color.

To better understand this symbols refer to page 9. 

Wall-mounted PRIMIS Units PRIMIS09 GA PRIMIS12 GA PRIMIS18 GA PRIMIS24 GA

SEER W/W 8.5 8.5 6.1 6.3

Energy Class A+++ A+++ A++ A++

SCOP W/W 5.4 5.1 5.1 5.1

Energy Class  A+++ A+++ A+++ A+++

Temperature Range IU °C 16~30 16~30 16~30 16~30

Temperature Range OU (Heating/Cooling) °C -15~43/-15~24

NI0115209

-15~43/-15~24

NI0115212

-15~43/-15~24

NI0115218

-15~43/-15~24

NI0115224

Power Supply (OU) 220-240V~50Hz, 1Ph

Cooling
Power Input W 585 950 1460 2000

Current Input A 2.6 4.0 6.5 9.1

Compressor Type DC INVERTER ROTARY

Indoor Unit Air Flow (Max/…/Min) ³m/h 660/590/540/490/
450/420/390

680/590/540/490/
450/420/390

850/720/-/
610/-/520/-

1250/1050/-/
950/-/850/-

Noise Level IU (Max/…/Min) dB(A) 41/39/37/35/
33/31/24

43/39/37/35/
34/32/25

48/45/43/41/
38/35/32

49/46/44/42/
40/37/35

Indoor unit

Code
            

Dimensions (WxDxH) mm 865x210x290 865x210x290 996x225x301 1101x249x327

Outdoor Unit Air Flow ³m/h 2200 2200 3200 3200

Noise Level OU dB(A) 52 53 56 61

Outdoor unit

Dimensions (WxDxH) mm 848x320x596 848x320x596 955x396x700 955x396x700

Package Dim. (WxDxH) mm 881x363 645 881x363x645 1029x458x750 1029x458x750

R32 Refrigerant Gas Load (up to 5m) g 700 750 1100 1700

Connections 
Refrigerant

Liquid/Gas Line in. 1/4” - 3/8” 1/4” - 3/8” 1/4” - 1/2” 1/4” - 5/8”

Line Max Length m 15 20 25 25

Line Max Height Dif. m 10 10 10 10

Unit’s Weight  Kg 10.5 11.0 13.5 17.5

Unit’s Weight Kg 33.5 33.5 45 53

Electrical Connections 
mm²

Cooling Capacity kW 2.6 3.5 5.2 7.0

Heating Input Power W 650 975 1428 1870

Current Input A 2.9 4.5 6.3 8.5

Heating Capacity kW 2.9 3.8 5.6 7.3

Supply mm² 3x2,5 
(Outdoor unit)

In/Out 4x1,5 

Package Dim. (WxDxH) mm 931x281x379 931x281x379 1060x322x380 1167x354x405

Additional Gas Load g/m 20 20 20 50

3x2,5 
(Outdoor unit)

3x2,5 
(Outdoor unit)

3x2,5 
(Outdoor unit)

5
WARRANTY

YEARS

* 3 years full warranty + 2 years warranty  only parts


